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202 COLD STRIPPER 
HEAVY DUTY EPOXY STRIPPER 

 
ACCU-LABS 202 COLD STRIPPER is a heavy duty paint stripper 
especially designed to rapidly strip epoxy resins, modifications of their 
copolymers, alkyds, ureas, phenolics, and melamine coatings from steel, 
brass, copper, and aluminum without attack to the base metal. 
 
ACCU-LABS 202 COLD STRIPPER is a blend of chlorinated solvents, 
phenolics, non-phenolics, organic solvents, with an acid base, all acting 
synergistically to make ACCU-LABS 202 COLD STRIPPER rapid acting 
and efficient.  It has a built in seal specifically designed to reduce 
evaporation and odor. 
 
APPLICATION:   
 
Concentration:   Ready to Use as is; DO NOT ADD WATER 
 
Temperature :   Ambient 
 
Tank:     Stainless steel, polyethylene, polypropylene, 
     or ceramic. 
Time:     Dependent upon coating to be stripped. 
 
HANDLING: Wear proper personal protective gear when working with or 
around this product. Read MSDS prior to use. Ventilation is advised. 
 
NOTICE OF NON WARRANTY: The information contained in this bulletin is, 
to our best knowledge, true and accurate, but all recommendations or suggestions are 
made without guarantee, since the conditions of use are beyond our control.  ACCU-
LABS, INC. disclaims any liability incurred in connection with the use of these data or 
suggestions.     
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